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ELECTRICAL DATA 

 
 

RATED VOLTAGE 110V - 240V 50/60Hz 

OPERATING VOLTAGE RANGE 90V - 260V 50/60Hz 

OPERATING WATTAGE RANGE 400W – 1200W 

INPUT CURRENT (@1200W) 5.8A/220V, 10.5A/120V 

POWER FACTOR 0.99 

THD <10% 

COMPATIBLE WITH 1000W MH/HPS 

OPERATING TEMPERATURE -25 to 50°C/-13 to 122°F 

INGRESSION PROTECTION IP20 

OUTPUT FREQUENCY 40 kHz 
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WARRANTY 

 
NOCTEX warranties the ZERO digital ballast to be free 

from defects in materials and workmanship for a 

period of 3 years. Misuse, abuse, or failure to follow 

instructions is not covered. NOCTEX will, at our 

discretion, repair, or replace the product covered 

under this limited warranty that is returned to our 

facility. To request warranty service, you must take the 

product to the place of purchase, or ship it back to our 

facility in its original packaging, shipping prepaid and 

insured. We are not responsible for any damage 

incurred during shipping.  

For details, please go to www.noctex.com/warranty 

FEATURES 

 

Power/Wattage Setting:  Continuous Intelligent Dimming 

 Press MODE button to select POWER SETTING.  

 Press “+” and “-” button to adjust the output wattage by 10W increment. 

 

Current Power 

 Press MODE button to select CURRENT POWER. 

 This displays the current output power. 

 

Current Temperature (*) 

 Press MODE button to select CURRENT TEMP.  

 This displays the surrounding temperature in real-time. 

 

Temperature Setting (*) 

 Press MODE button to select TEMP SETTING.  

 Press “+” and “-” button to set a desired surrounding temperature threshold. 

 When the preset threshold is reached, the ballast will dim automatically to prevent overheating. Once 

surrounding temperature has dropped below threshold level, the ballast will restore to its original power 

setting. 

 

*Applicable only when temperature sensor probe is plugged in. 

 

 

Conform to the IEC standards:     

    EN 61000-3-2; EN 55015; EN 60928 ; EN 60929 

    FCC Part 18 class B; UL1029; CSA C22.2 No.74-96 

 

3-Year Warranty 
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1. Hang the reflector in the appropriate location and screw the lamp into the reflector socket. 
2. Attach the power cord to the power receptacle on the ballast. 
3. Plug the reflector lamp cord into the appropriate receptacle on the ballast. You cannot run 2 bulbs at the 

same time. 
4. Plug power cord into your power source (wall outlet or lighting controller). 
5. The ballast will be turned on at its default wattage of 1200W. 
6. Press the MODE button to select for POWER SETTING to adjust the wattage of the ballast accordingly, using 

the  
“+” and “-” button.  

 

 

 When installing the ballast, the surrounding temperature should be less than 50°C/122°F. 

 The ballast must be installed in a cool and dry location away from the hot lamp. Do not submerge ballast in 

water. 

 Do not install ballast in such a way that the fan faces the wall or an obstructing object. Always leave some 

space for the fan to ventilate efficiently. 

 Please install ballast securely on its mounting surface to prevent unwanted injury and/or damage.  

 The ballast will restart within 1 minute if lamp fails to ignite. 

 Should lamp fails to ignite, please unplug ballast and make sure there is no loose connection between the 

bulb and the reflector and the ballast. Try again in 5 min. 

 The lamp can be installed up to a maximum of 20 m  away from ballast.  

 Do not disassemble or open up the ballast. Warranty will be voided should there be any evidence of tempering. 

 Do not plug in the ballast to the power source before connecting the lamp and reflector to the ballast. 

 Recommended for 1000W bulb only.  

 Do not press the “+” and “-” button too fast when adjusting for the wattage. 

 Keep it away from children.  

 Recommended to be installed by qualified electricians only.  

 Flip-box not recommended.  

 Compatible with double-ended bulbs.  
 

INSTRUCTIONS 

 

PRECAUTION 


